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Recinzione elegante e leggera, Recintha® N/L si presenta con pannelli 
arricchiti da onde sinusoidali che le donano un senso di gradevolezza 
nella delimitazione della proprietà. Inoltre, la vasta gamma di cromie 
disponibili rende questa recinzione un elemento capace di inserirsi con 
armonia nei contesti più differenti con un risultato al tempo stesso efficace 
e aggraziato. Grazie alla struttura modulare e al giunto brevettato, è una 
recinzione forte di una notevole adattabilità e capace di assicurare la 
velocità di montaggio. Per questo, Recintha® N/L è particolarmente adatta 
a recintare aree di grande dimensione. È disponibile sia nella versione 
classica con palo quadro 60x60 mm sia con palo tondo diametro 40 mm.

RECINZIONI IN FILO

PANNELLO PIANTANA Inghisare Tassellare

H L Peso Sezione 
tubo

Punti 
fissaggio L Peso  

zn. L Peso  
zn.

mm mm kg/cad kg/m2 mm n° mm kg/cad mm kg/cad

630

2005 6,5 5,1
60x60

2

900 2,6 700 2,4

Ø 40 900 1,4 700 1,5

2505 7,3 4,6
60x60 900 2,6 700 2,4

Ø 40 900 1,4 700 1,5

830

2005 7,4 4,4
60x60

2

1100 3,2 900 3,0

Ø 40 1100 1,7 900 1,8

2505 9,1 4,4
60x60 1100 3,2 900 3,0

Ø 40 1100 1,7 900 1,8

1030

2005 8,8 4,2
60x60

2

1300 3,8 1100 3,6

Ø 40 1300 2,0 1100 2,1

2505 10,9 4,2
60x60 1300 3,8 1100 3,6

Ø 40 1300 2,0 1100 2,1

1230

2005 10,2 4,1
60x60

2

1500 4,4 1300 4,2

Ø 40 1500 2,3 1300 2,4

2505 12,7 4,1
60x60 1500 4,4 1300 4,2

Ø 40 1500 2,3 1300 2,4

1530

2005 13,5 4,4
60x60

3

1800 5,3 1600 5,1

Ø 40 1800 2,8 1600 2,8

2505 16,8 4,4
60x60 1800 5,3 1600 5,1

Ø 40 1800 2,8 1600 2,8

1730
2005 14,4 4,2

60x60

4

2000 5,9 1800 5,7

Ø 40 2000 3,1 1800 3,2

2505 17,9 4,1 60x60 2000 5,9 1800 5,7

2030
2005 17,7 4,3

60x60

4

2300 6,8 2100 6,6

Ø 40 2300 3,5 2100 3,6

2505 21,3 4,2 60x60 2300 6,8 2100 6,6

2430
2005 20,0 4,1 60x60

4
2700 8,0 - -

2505 22,5 3,7 60x60 2700 8,0 - -

CARATTERISTICHE TECNICHE APPLICAZIONI

VOCE DI CAPITOLATO

Dimensioni
 > Maglia 50x200 mm
 > Tondo diametro 5 mm

Materiale
 > Acciaio S235JR UNI EN 10025  
zincato secondo la Norma UNI EN 10244-2

Rivestimento
 > Verniciatura con Poliestere

Colori
 > Verde RAL 6005, altri colori  
a richiesta secondo tabella RAL

Sistema di fissaggio  > vedi pag. 61
 > Giunto Universale MP per palo 
quadro (Brevetto Internazionale)

 > Giunto “Granchio” per palo tondo

Cancelli
 > Cancelli a battente un’anta,  
due ante, scorrevoli

 > Edilizia industriale
 > Centri residenziali
 > Villini
 > Edifici pubblici
 > Impianti fotovoltaici

Pannelli in rete elettrosaldata in tondino 
di acciaio 0 5 mm nominale con nervature 
orizzontali di rinforzo. Maglia 200 x 
50 mm. Larghezza pannello e altezza 
pannello vedere tabella. Interassi: palo 
quadro 2010/2065 e 2510/2565 mm; 
palo tondo 2015/2045 e 2515/2545 mm. 
Montaggio con Giunto universale MP  
e “Granchio”.

> vedi pag. 58 Palo Tondo  
Ø 40 mm

PALI
P. 58

ACCESSORI 
RECINTHA®

P. 65

SISTEMI DI 
MONTAGGIO
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TAPPI
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Palo Quadro 
60x60 mm

antivertiGo® system
The no-panic Antivertigo® grating is a patented exclusive system 
by Nuova Defim Orsogril. The special shaped profiles provide total 
screening down, while keeping the typical airflow grating characteristics. 
The step designed using this grating type complies with current anti-skid 
norms; Antivertigo landings and walkways grating are also available 
upon request. For landings composition, the system foresee a starting 
panel provided with “nosing” and a variable number of interlocked 
panels to reach the desired length. The panels are joined together by 
a "dovetail" system between the frames. This solution grants the visual 
continuity between adjacent panels, hiding the junction points.

GRATING STEPS

TECHNICAL DETAILS

APPLICATIONS

Material
S235JR UNI EN 10025 Steel
Coating
Hot-dip galvanizing according to UNI EN 
ISO 1461
Weight

 > 18.3 kg/each, galvanised
Capacity load (kg)

 > Stair tread load on maximum net 
span of 1200 mm

 > Light gratings
 > Floors
 > Walkways
 > Stair treads
 > Drainage covers
 > Mezzanines

PRODUCT SPECIFICATIONS

Antivertigo® Orsogril Stair tread 
for bolting
Mesh mm: 15
Bearing bar mm: special V profile
Round cross bar mm: Ø 6
Dimensions mm: 1200x315
Grating panel provided with a special 
front profile called “nosing” and two 
perforated side plates for bolting it to the 
steel stair supports.
Weight kg/each: 17.8 galvanized
Material: S235JR UNI EN 10025 Steel
Finish: hot-dip galvanizing according to 
UNI EN ISO 1461

LANDINGS

HOLE Ø 14 SLOT 14x25

“NO PANIC” STEP

LANDINGS

For landings composition, the system foresee a starting panel provided with “nosing” 
and a variable number of interlocked panels to reach the desired length. The panels 
are joined together by a "dovetail" system between the frames. This solution grants the 
visual continuity between adjacent panels, hiding the junction points.

A_Starting panel with “nosing” Dimensions
Dimensions Width (W): 1200 mm  
 Depth (D): 320 mm
Weight kg/each: 16.8 (self-colour) 
 kg/each: 17.8 (galvanized)

B_Standard panel
Dimensions Width (W): 1200 mm  
 Depth (D): 286 mm
Weight kg/each: 15.2 (self-colour) 
 kg/each: 16.2 (galvanized)

GRATING
ACCESSORIES
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